For location of samples, data source, and additional analysis, see Table 1

Chemistry in milligrams per liter
Temperatures in degrees celsius
For Na-K-Ca 4/3 geothermometer temperatures greater than 100 degrees celsius, use Na-K-Ca 1/3 temperatures.

Table 2 Geothermometry of Clifton Hot Springs

Clifton
Number | Sample |Temperature pH Cl Na K Ca SiO, Geothermometer Temperatures
Na-K-Ca 4/3 Na-K-Ca 1/3 Quartz
2 39.0 7.0 3150 1500 82 430 55 138 160 107
3 A 44.0 6.6 5700 2700 170 790 94 163 172 134
4 B 59.0 71 5500 2600 170 740 95 164 174 135
9 217 43.3 5800 2608 142 860 58 151 163 109
12 220 3030 1596 74 355 57 140 154 108
14 235 1300 652 37 184 42 117 155 94
15 236 1160 561 35 168 39 115 158 91
17 AZ5 48.0 7.9 7485 3586 243 926 131 181 179 153
18 16 61.0 7.5 4400 2015 175 601 95 168 186 135
19 17 45.0 7.5 6060 2502 239 959 95 172 191 135
26 38W80 33.0 8.0 7260 2350 138 735 64 153 167 114
1 71.0 7000 3300 220 880 110 176 178 143




